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See New Standard Plan NSP A77C5 for additional vegetation

control details.

NEW STANDARD PLAN NSP A77C7

AT STRUCTURE APPROACH

AND DEPARTURE
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Direction of adjacent traffic indicated by       .5.

End vegetation control at end of backside rail element.

TYPICAL VEGETATION CONTROL
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Bridge rail

Edge of vegetation control

Hinge point

PLAN
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Begin Bridge
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See Note 3

See Note 4
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Bridge Rail

Edge of vegetation control
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Edge of
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Edge of vegetation control
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SECTION A-A
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 12" Ground line

or surfacing

Edge of paved

shoulder

See Note 4

18" Landscape

Fabric

Grout

See Note 3

1
2
"

Where the distance between back of post and hinge point is

less than 24", vegetation control to be constructed flush with

the back edge of the post.

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

PLANS BOOK DATED MAY 2006.

To accompany plans dated

Where dike is constructed under railing, construct vegetation

control to back edge of dike. Where paved shoulder is constructed

within 24" in front of the post, construct vegetation control to

the edge of paved shoulder.
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October 20, 2006

NSP A77C7 DATED OCTOBER 20, 2006 SUPPLEMENTS THE STANDARD
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